




Bookshelf models.

compact versatility
Whether as main speakers, music 
speakers for your study or family 
room, rear speakers in a home 
theatre system or general purpose 
speakers for multi-room set-ups, the 
two new Q bookshelf models open 
up a world of audiophile quality 
sound at a surprisingly affordable 
price.

The sound they make is even more 
surprising: lush, spacious and precisely 
defined, with compelling midrange/HF 
response and solid, immaculately 
controlled bass. The two models – 
Q100, with a 130mm (5.25in.) Uni-Q 
array and Q300 with the 165mm 
(6.5in.) variant – deliver all the 
benefits of the Uni-Q ‘point source’ 
configuration in its latest and most 
refined form: a more accurate sound 
image dispersed more evenly 
throughout the room than is possible 
with any conventional speaker.

Subjectively, it makes a huge 
difference. Because everyone in the 
room is enveloped in the same 
beautifully integrated three-
dimensional sound image, viewing 
becomes more of a shared 
experience – and you no longer have 
to stay in the same spot to get the full 
enjoyment from your favourite tracks.
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home theatre redefined
Reproducing most of the soundtrack 
narrative, the centre speaker is by far 
the most important in any home 
theatre surround sound system, and  
the Q200c and Q600c are 
engineered accordingly.

With a new generation 130mm 
(5.25in.) and 165mm (6.5in.) Uni-Q 
driver array respectively, flanked by a 
low distortion bass unit and an ABR 
of the same size, they combine raw 
power with the subtlety to convey 
moments of great delicacy. 

What you notice is how convincingly 
the larger new metal dome tweeter 
captures the emotional range of the 
human voice – mood and character 
shine through with real clarity. 

Your involvement in the action is 
noticeably enhanced by the addition 
of the Q800ds dipole to convey the 
left and right rear channels. With the 
two 130mm (5.25in.) Uni-Q arrays 
on each speaker playing out of phase, 
ambient 3D effects are completely 
diffused throughout the listening area 
to create an uncanny illusion of 
actually being there, whether that’s 

deep in the rainforest, in a concert 
arena or driving along a gritty urban 
back street.

The final ingredient of your new 
Q system is of course the seductive 
Q400b subwoofer. A closed box 
design housing a 250mm (10in.) 
woofer driven by a 200W on-board 
Class-D amplifier, this discreet cube  
creates spectacular bass imagery – 
eloquent, musical and addictively 
physical. Anchoring the whole sound 
performance in an all-embracing 
sensation of immediacy, it completes 
the acoustic picture.

Centre and dipole rear effects speakers and the 
powered subwoofer.
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the perfect system 
for your space

that includes three full-size 
floorstanding models, two versatile 
bookshelf speakers, a dipole rear 
effects speaker and a magnificent 
powered sub, you can configure a

Q Series 5.1 or 7.1 system that 
exactly suits your budget, room size 
and personal preferences.

You want your home entertainment 
audio system to get the best out of 
high definition TV, 3D technologies 
and other new broadcasting and 
replay formats – and with a range 
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specifications
English Cherry. European Walnut.Black Oak.
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Model Q900 Q700 Q500 Q300

Design Two and a half-way bass reflex Two and a half-way bass reflex Two and a half-way bass reflex Two-way bass reflex

Drive units 200mm (8in.) aluminium Uni-Q

38mm (1.5in.) vented aluminium 
dome HF

200mm (8in.) aluminium LF

2 x 200mm (8in.) aluminium ABR

165mm (6.5in.) aluminium Uni-Q

25mm (1in.) vented aluminium 
dome HF

165mm (6.5in.) aluminium LF 

2 x 165mm (6.5in.) aluminium ABR

130mm (5.25in.) aluminium Uni-Q

25mm (1in.) vented aluminium 
dome HF

130mm (5.25in.) aluminium LF

2 x 130mm (5.25in.) aluminium ABR

165mm (6.5in.) aluminium Uni-Q

25mm (1in.) vented aluminium 
dome HF

Frequency response (±3dB) 32Hz - 40kHz 36Hz - 40kHz 41Hz - 40kHz 48Hz - 40kHz

Crossover frequency 1.8kHz 2.5kHz 2.5kHz 2.5kHz

Amplifier N/A N/A N/A N/A

Amplifier requirements 15 - 200W 15 - 150W 15 - 130W 15 - 120W

Sensitivity (2.83V/1m) 91dB 90dB 86.5dB 87dB

Maximum output (SPL) 113dB 111dB 110dB 110dB

Nominal impedance 8Ω 8Ω 8Ω 8Ω

Low pass filter variable N/A N/A N/A N/A

Low level signal inputs N/A N/A N/A N/A

Internal volume N/A N/A N/A N/A

Power requirements N/A N/A N/A N/A

Power consumption N/A N/A N/A N/A

Weight 22.1kg (48.7lbs) 17.2kg (37.9lbs) 15kg (33.1lbs) 7.7kg (17.0lbs)

Dimensions

(H x W x D)

1060 x 244 x 322 mm

(41.7 x 9.6 x 12.7 in.)

920 x 210 x 302 mm

(36.2 x 8.3 x 11.9 in.)

870 x 180 x 272 mm

(34.3 x 7.1 x 10.7 in.)

355 x 210 x 302 mm

(14 x 8.3 x 11.9 in.)

Dimensions with plinth

(H x W x D)

1107 x 359 x 322 mm

(43.6 x 14.1 x 12.7 in.)

967 x 325 x 312 mm

(38.1 x 12.8 x 12.3 in.)

917 x 295 x 312 mm

(36.1 x 11.6 x 12.3 in.)

N/A

Q100 Q600c Q200c Q800ds Q400b

Two-way bass reflex Three-way bass reflex Three-way bass reflex Three-way dipole Closed-box subwoofer

130mm (5.25in.) aluminium Uni-Q

25mm (1in.) vented aluminium 
dome HF

165mm (6.5in.) aluminium Uni-Q

25mm (1in.) Uni-Q vented 
aluminium dome HF

165mm (6.5in.) aluminium LF

165mm (6.5in.) aluminium ABR

130mm (5.25in.) aluminium Uni-Q

25mm (1in.) vented aluminium 
dome HF

130mm (5.25in.) aluminium LF

130mm (5.25in.) aluminium ABR

2 x 130mm (5.25in.) aluminium 
Uni-Q

2 x 25mm (1in.) vented aluminium 
dome HF

1 x 250mm (10in.) 

49Hz - 40kHz 48Hz - 40kHz 50Hz - 40kHz 100Hz - 40kHz 28Hz - 140Hz

2.5kHz 500Hz, 2.5kHz 500Hz, 2.8kHz 300Hz, 2.5kHz N/A

N/A N/A N/A N/A 200W built-in Class-D

10 - 100W 15 - 150W 15 - 130W 10 - 100W 15 - 200W

86dB 86.5dB 85dB 85dB N/A

108dB 110dB 108dB 108dB 110dB

8Ω 8Ω 8Ω 8Ω N/A

N/A N/A N/A N/A 40Hz - 140Hz, 4th-order

N/A N/A N/A N/A RCA phono sockets

N/A N/A N/A N/A 23.2 litres

N/A N/A N/A N/A 100 - 240V ac ~ 50/60Hz

N/A N/A N/A N/A 200VA

5.9kg (13.0lbs) 14.1kg (31.1lbs) 11.0kg (24.3lbs) 7.4kg (16.3lbs) 13.6kg (29.9lbs)

300 x 180 x 272 mm

(11.8 x 7.1 x 10.7 in.)

210 x 629 x 302 mm

(8.3 x 24.8 x 11.9 in.)

180 x 525 x 260 mm

(7.1 x 20.7 x 10.2 in.)

180 x 348 x 180 mm

(7.1 x 13.7 x 7.1 in.)

335 x 330 x 330 mm

(13.2 x 13.0 x 13.0 in.)

N/A N/A N/A N/A N/A
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United Kingdom 
GP Acoustics (UK) Limited  
Eccleston Road, Tovil, Maidstone, 
Kent, ME15 6QP U.K. 
Telephone: + 44 (0) 1622 672261 
Fax: + 44 (0) 1622 750653 
Email: info@kef.com 

China 
GP Acoustics (China) Limited 
Unit 4910, Diwang Commercial Centre, 
Shenzhen, China 518008.  
Telephone: +86 (755) 8246 0746 
Fax: +86 (755) 8246 0125 
Email: info.prc@gpe-hkg.com

France 
GP Acoustics (France) SAS 
39 Rue des Granges Galand - BP60414, 
37554 Saint Avertin CEDEX, France. 
Telephone: +33 (0) 2 47 80 49 01 
Fax: +33 (0) 2 47 27 89 64 
Email: info.france@kef.com

Germany 
GP Acoustics GmbH 
Am Brambusch 22, 44536, Lünen, 
Deutschland. 
Telephone: +49 (0) 231 9860-320 
Fax: +49 (0) 231 9860-330 
Email: sales@gpaeu.com  

Hong Kong 
GP Acoustics (HK) Limited 
6F, Gold Peak Building, 
30 Kwai Wing Road, Kwai Chung, 
N.T., Hong Kong. 
Telephone: +852 2410 8188 
Fax: +852 2401 0754 
Email: info@gpacoustics.com.hk

Japan 
KEF JAPAN, 1-11-17, Honcho, Koganei-city, 
Tokyo, Japan. 184-0004. 
Telephone: +81 (0) 42-388-2030 
E-mail: info@kef.jp

USA 
GP Acoustics (US) Inc., 
10 Timber Lane, Marlboro, 
New Jersey 07746 U.S.A. 
Telephone: +1 (732) 683 2356 
Fax: +1 (732) 683 2358 
Email: sales@kefamerica.com

KEF and Uni-Q are registered trademarks. Uni-Q and 
other KEF technologyies are protected by worldwide 
patents. All text and image copyrights reserved. KEF 
reserves the right, in line with continuing research and 
development, to amend or change specifications. 
E&OE.


